











AL-KO RECOMMENDED ACCESSORIES

BATTERY / CHARGER

The maximum power consumption of AMS Mammut is 120 A. Itis
recommended to use a battery with a capacity of at least 80 Ah.

With a fully charged 80 Ah battery, AMS Mammut can be operated
for upto 2 hours on level ground. At maximum loading on inclines
the operating time is approximately 30 minutes.




SPECIFICATIONS OVERVIEW y.\Q (o

) 2010 Model Year AL-KO Chassis with All previous AL-KO and No AL-KO
Suitable for i
Embossed ‘M’ Chassis

Part Number 1224844 1224846

Max Ground Clearance No, clearance reduced by 50mm.

Total Weight 2,250kgs = 13% incline Total Weight 2,250kgs = 13% incline
Max Incline Total Weight 1,800kgs = 16% incline Total Weight 1,800kgs = 16% incline
Total Weight 1,300kgs = 28% incline Total Weight 1,300kgs = 28% incline
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CV2551

AL-KO KOBER LTD.
Freepost CV2551

South Warwickshire Business Park

Kineton Road, Southam,

AL-KO AMS MAMMUT
THE CLEVER CARAVAN
MANOEUVRING SYSTEM.

Warwickshire, CV47 OAL

MAMMUT

AL-KO AMS MAMMUT

THE CLEVER CARAVAN
MANOEUVRING SYSTEM.

PLEASE REGISTER ME FOR FURTHER PRODUCT INFORMATION.

Please complete in capital letters
(All fields are mandatory except where stated).
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(not mandatory)

EMAIL ADDRESS

MAKE
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YEAR OF MANUFACTURE

DATE OF PURCHASE

IS YOUR CARAVAN A TWIN AXLE?

WOULD YOU LIKE TO RECEIVE INFORMATION
ON OTHER AL-KO PRODUCTS?
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