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STANDARD SERVICE REPORT




THE STANDARD SERVICE SHOULD BE CARRIED OUT AT LEAST ONCE A YEAR
TECHNICAL DETAILS OF THE SERVICING WORK ARE AVAILABLE ON REQUEST
√ ACTION COMPLETE 
X REQUIRES FURTHER ATTENTION

Customer:_________________________ Make / Model: _______________________________________________________________VIN:_____________________________________

CHASSIS & RUNNING GEAR




OK
MAINS ELECTRICS





  
 OK

Coupling head and safety – check wear/damage and lubricate

___
Inlet plug, hook up cable (when available), earth bonding & RCD operation – check 
  ___

Ball acting stabiliser – check pads




___
Outlets & permanent connections – carry out visual & functional check


  ___

Breakaway cable and clip – check condition correctly routed                                

 WATER SYSTEM
and attachment integrity





___
Water pump, pressure switch & heater – check operation & clean grit filter

  ___
Head springs and damper – check operation, security and lubricate 


Taps, micro switch, valves, pipes & tank (if fitted) – check condition & operation

  ___

connections and moving parts





___   
Water filter & housing – check for leaks & replace filter if necessary


  ___

Drawbar – check






___
Waste system – check for leaks





  ___

Jockey wheel – check condition, operation and lubricate


___
Toilet – check seals, flush & blade operation




  ___

Chassis – check condition and security of assemblies


___
Drain down – Winter only






  ___

Chassis to body – check security




___
FIRE SAFETY
Corner steadies and spare wheel carrier (where fitted) – check damage,

DIY additions – check operation & safety




  ___


operation and lubricate





___    
Security & smoke alarms – check operation




  ___
Wheels – check for damage and distortion



___
Extinguisher (if fitted) check correct type fitted & expiry date



  ___

Tyres – assess age and advise replacement if over 5 years 


___
Fire blanket (if fitted) – check location and & fixing




  ___
Tyres – check condition & wear pattern (inc. sidewalls & valves)

___
BODYWORK
Check & record tyre tread depths 




___
Body panels – check & report upon any damage & sealant condition


  ___

Check & record tyre pressures (inc spare)



___
Door locks & hinges – check operation & lubricate




  ___

Suspension assemblies – check operation



___
Body attachments – check security (inc ladders, cycle racks, lockers, aerials etc) 

  ___

Handbrake mechanism – check operation & lubricate


___
Floor – check for delamination






  ___

Brake rods, cables & supports – check operation, lubricate & adjust

___
Furniture – check condition & operation (inc hinges, stays etc)


  ___

Remove brake drums – clean & check hub bearings & seals


___
Grab Handles – check condition & operation




  ___
Brake shoes – clean & check condition of linings (incl springs & expanders)
___
Window seals & blinds – check condition & operation



  ___

Adjust brakes & check operation




___
Damp test – carry out & note readings on damp report



  ___

Replace road wheels & torque to manufacturers settings control check required___
VENTILATION
12V Electrics







Fixed ventilation openings – check for free flow of air



  ___
12n & 12s plugs / cables – check condition & test



___
Roof lights – check to ensure free of obstructions




  ___
Road lights, reflectors – check condition & operation


___
GAS SYSTEM
Fridge – check operation





___
Regulator – check performance





  ___

Interior 12V lighting & equipment – check operation


___
Carry out gas leak test






  ___


Battery – check operation, security, electrolyte level & lubricate terminals
___
Refrigerator (safety only) may require removal for check



  ___

Wiring & fuses – inspect condition & verify that fuse ratings are correct

___
Other Appliances (for safety)






  ___

Awning light – check condition & operation



___
Pipe work – check condition & replace flexible hose & clips if necessary

  ___










Flame failure device – check operation





  ___










Cylinder – check security






  ___










Gas dispersal holes – check 

This service report relates only to the condition of the above-mentioned caravan at the time of completion of the service. It should not be regarded as evidence of the condition of the items serviced at any other time. It is strongly recommended that you re-check the torque of the caravan’s wheel fixings in accordance with the manufacturer’s instructions (normally after 30 miles or 30 minutes of use), following a service or any other occasion when wheels are removed from the caravan. Please ensure you fulfil your responsibility to keep your caravan safe and roadworthy at all times.
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